
STS SerisiIbir faz

• Statik Transfer Sistemi

 GENEL ÖZELLİKLER
• Bağımsız kaynaklar arasında kesintisiz geçiş
• 1 faz tek veya çift yollu
• Tamamen DSP kontrollü teknoloji
• Senkron/Asenkron transfer özelliği
• Öncelikli kaynak seçebilme
• Giriş ve Çıkış kaynaklarını aşırı yükte geçici koruma
• Otomatik ve elle transfer
• Yük altında arızalı modülün kesintisiz
 olarak değiştirilebilmesi
• DSP (Digital Signal Processor)
 kontrolü sayesinde hızlı diagnostic ve cevap süresi
• LCD ekran ve tuş takımı
• Bütün işlemlerinizi ayarlayıp kurabileceğiniz
 şifre korumalı menü yapısı
• Uzaktan kontrol ve ekran ayarlamaları için
 gelişmiş haberleşme seçenekleri
• LCD ön panel üzerinden dil seçimi
• Yük altında ayarlanabilir işlem parametreleri
• Sesli alarm
• Yüksek verim



STS SerisiIbir faz

Celtra burada yer alan bilgiler haber vermeksizin değiştirme hakkını gizli tutar. 2014

STS SERİSİ TEKNİK ÖZELLİKLER

 1016 1032 1050 1063 1100 1150

 16 32 50 63 100 150

110V / 120V / 220V / 230V / 240V

50 ya da 60 Hz

110V / 120V / 220V / 230V / 240V

   12  16  20

-5°C - 50°C

-20°C - 70°C

150 % sürekli

10 % Maksimum

2000m

RS232 Seri Portu üzerinden Modbus Haberleşmesi

1 adet Genel Alarm durumuna ilişkin kuru kontak çıkışı

RAL5004, diğer renkler isteğe bağlı

IP20

> % 98

< 5ms @ 50 Hz, < 4,1ms @ 60 Hz
(S1/S2 senkronize iken) 10 ms (S1/S2 senkronize değil iken)

Aşırı yük, aşırı sıcaklık, sigorta arızası, bakım şalteri devrede

Kabinin Üzerinde

Modbus Haberleşme RS232 Line (RS485 Opsiyonel)

Gerçek zaman takvimi ile 200 günlük kayıt yapabilme
           (Kaynak1 İyi, Kaynak2 İyi, Kaynak1 Devrede, Kaynak2 Devrede, Çıkış OK, Ortak Alarm,

Kaynak1 Bakım, Kaynak2 Bakım, Kaynaklar Senkron Değil)

Güç kaynakları yedekli

Sesli Alarm

           Yüksek Akım Engelleme Fonksiyonu, kısa devreler gibi çok yüksek akımların acil transferlerini engeller

GİRİŞ

ÇIKIŞ

ÇALIŞMA
ÖZELLİKLERİ

EK
ÖZELLİKLER

Model

Akım (A)

Giriş Gerilimi

Nominal Frekans

Çıkış Gerilimi

Ağırlık (kg)

Boyut (G*D*Y) (mm)

Çalışma Sıcaklığı

Saklama Sıcaklığı

Aşırı Yükleme Kapasitesi

İzin Verilen Kaynak Gerilim Bozulması

Çalışma Yüksekliği

Haberleşme

Kuru Kontak

Renk

Koruma Seviyesi

Verim

Transfer Süresi

Arıza Bildirimi

Bakım Şalteri

Haberleşme

Zaman-Tarih

Led Göstergeleri

Güç Kaynakları

Alarm

Akım Fonksiyonu

19 inç rack kabinet,
400mm derinlik

19 inç rack kabinet, 
2U yükseklik, 400mm derinlik 4U yükseklik, 



STS SeriesIone phase

• Static Transfer Switches

 GENERAL FEATURES
•  Uninterruptable transfer between two
•  Independent sources
•  1 phase only or twice way
•  Totally DSP controlled technology
•  Synchronous/asynchronous transfers ability
•  Source priority selection
•  Temporary protection for input and
 output sources In an overload situation 
•  Automatic and manual transfer
•  Ability to change the damaged source
 On load
•  By means of DSP control technology, 
 short reply time and diagnostics
•  Password protected menu structure which whole
 applications can be made from it
•  Advanced communication options
 for remote control and monitor 
•  Language selection on the LCD panel
•  Audible Alarm
•  High e�ciency
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STS SERIES TECHNICAL SPECIFICATIONS

 1016 1032 1050 1063 1100 1150

 16 32 50 63 100 150

110V / 120V / 220V / 230V / 240V

50 or 60 Hz

110V / 120V / 220V / 230V / 240V

   12  16  20

-5°C - 50°C

-20°C - 70°C

150 % for 1 minutes, 250% 20 mili second

10 % Maximum

2000m

Modbus Communication over RS232 Serial Port

1 Dry contact output dedicated for common alarm

RAL5004, other colours are optional

IP20

> 98 %

< 5ms @ 50 Hz, < 4,1ms @ 60 Hz
On Cabinet Maintenance Switch

Modbus Communication over RS232 Line (RS485 Optional)

Log Records up to 200 logs with Real Time Clock Calender

             (Source1 Good, Source2 Good, Source1 On, Source2 On, Output OK, Common Alarm, 
Source1 Maint, Sourc2 Maint, Syncronisation Bad)

Redundant Internal Power Supplies

Audible Alarm

Load High Current Inhibit Function, which inhibits emergency 
transfer in case of very high currents like short circuits

Dry Contact Relay Output for Common Alarm

INPUT

OUTPUT

INFO FOR 
INSTAL-
LATON

ADDITIONAL
FEATURES

Model

Power (A)

Input Voltage

Nominal frequency

Output Voltage

Weight (kg)

Dimension (wdh) (mm)

(3 pole)

Operation tempereture

Storage tempereture

Overload Capability

Acceptable Source Voltage Distortion

Max altitude

Communication

Dry Contact

Colour

Protection level

E�ciency

Transfer Time
Cabinet

Communication 

Time-Date

Led Indicators 

Power Supplies

Alarm

Current Function

Relay Output

19 inch rack cabinet, 
 Height: 4U, Depth: 400mm

19 inch rack cabinet, 
 Height: 2U, Depth: 400mm


